ReaderTT.config = {"pagecount":31,"title":"Development of a serial hybrid power train for a light airplane ","author":"Schwingungstechnik","subject":"","keywords":"","creator":"Impress","producer":"LibreOffice 7.2","creationdate":"D:20220615215827Z'","moddate":"","trapped":"","fileName":"document.pdf","bounds":[[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825],[1100,825]],"bookmarks":[{"title":"Team Hybrid-Segelflugzeug Hochschule München","page":1,"zoom":"XYZ 0 825 0"},{"title":"Motivation","page":2,"zoom":"XYZ 0 825 0"},{"title":"Startmöglichkeiten für Segelflugzeuge","page":3,"zoom":"XYZ 0 825 0"},{"title":"Folie 4","page":4,"zoom":"XYZ 0 825 0"},{"title":"Folie 5","page":5,"zoom":"XYZ 0 825 0"},{"title":"Typisches Flugprofil","page":6,"zoom":"XYZ 0 825 0"},{"title":"Beispiele für elektrisch angetriebene Flugzeuge","page":7,"zoom":"XYZ 0 825 0"},{"title":"Antares","page":8,"zoom":"XYZ 0 825 0"},{"title":"Electra One","page":9,"zoom":"XYZ 0 825 0"},{"title":"Sunseeker II","page":10,"zoom":"XYZ 0 825 0"},{"title":"Hubschrauber","page":11,"zoom":"XYZ 0 825 0"},{"title":"Antriebskonzept","page":12,"zoom":"XYZ 0 825 0"},{"title":"Raumbedarf","page":13,"zoom":"XYZ 0 825 0"},{"title":"Zulassungsbestimmungen und Spezifikationen","page":14,"zoom":"XYZ 0 825 0"},{"title":"Folie 15","page":15,"zoom":"XYZ 0 825 0"},{"title":"Auswahl der Akkumulatoren","page":16,"zoom":"XYZ 0 825 0"},{"title":"LiFePO4 Batterie","page":17,"zoom":"XYZ 0 825 0"},{"title":"Lade-/ Entladekurve LiFePO4","page":18,"zoom":"XYZ 0 825 0"},{"title":"Wo liegen die Herausforderungen?","page":19,"zoom":"XYZ 0 825 0"},{"title":"Wo liegt der Nutzen des Projekts ?","page":20,"zoom":"XYZ 0 825 0"},{"title":"Status der Komponenten Durchgeführte Untersuchungen","page":21,"zoom":"XYZ 0 825 0"},{"title":"Testbed","page":22,"zoom":"XYZ 0 825 0"},{"title":"Slide 23","page":23,"zoom":"XYZ 0 825 0"},{"title":"Propellerentwurf","page":24,"zoom":"XYZ 0 825 0"},{"title":"Rpm vs. Propeller- Drehmoment","page":25,"zoom":"XYZ 0 825 0"},{"title":"Instrumentierung","page":26,"zoom":"XYZ 0 825 0"},{"title":"Folie 27","page":27,"zoom":"XYZ 0 825 0"},{"title":"Folie 28","page":28,"zoom":"XYZ 0 825 0"},{"title":"Folie 29","page":29,"zoom":"XYZ 0 825 0"},{"title":"Folie 30","page":30,"zoom":"XYZ 0 825 0"},{"title":"Folie 31","page":31,"zoom":"XYZ 0 825 0"}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
